
FULL LINE CATALOGUE  D-XX 

 

BOARD IN CRIMP TERMINAL 
2413 SERIES. 2.50mm For PCB Solder 
Features  

 Mates with 2412 series socket  Insulation diameter:  2.00mm(0.079”) Maximum 

 Accommodates wires ranges AWG 22-28   Available in Straight or Right angle version 

 Material: Pre-tinned brass  

Dimensional Information                     Ordering and Dimensional Information 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Type Part Number Material Wire Ranges Insulation 
Diameter 

Straight  2413- 2000 Pre-tinned brass AWG 22 – 28  2.00 (0.079) Max. 
Right Angle 2413 - 2002 Pre-tinned brass AWG 22 – 28  2.00 (0.079) Max. 

 

1.10

.043

0.85

.033

B

C

B

C

A

7.00

.276

1
.5

0

.0
5

9

A

1
3.

6

3
.2

.1
26

.079

ø2.00
TYP.

.067.071
.087

2
.3

SEC.: A-A

1
.4

.1
6

9
4

.3

9
.7

.3
82

.0
5

5

SEC.: B-B

.0
9

1

.0
591
.5

SEC.: C-C

.0
7

1

1.
80

1
.0

.5
3

5

.0
591.
5

.0
3

9

2.2
1.8 1.70

2.
40

.0
9

4

2.50±0.05

.098±.002

1.00±0.05

.039±.002
TYP. TYP.

0.20t
.008

RECOMMENDED HOLE PATTERN


